US009407425B1

a2z United States Patent (10) Patent No.: US 9,407,425 B1
Huang et al. 45) Date of Patent: Aug. 2, 2016
(54) METHOD AND DEVICE FOR 8,619,916 B2* 12/2013 Jong ... HO4L 27/3863
COMPENSATING PHASE IMBALANCE 375/322
2002/0048326 Al* 4/2002 Sahlman .............. HO3F 1/3229
. . . 375/297
(71) Applicant: Beken Corporation, Shanghai (CN) 2004/0203472 A1* 10/2004 Chien ....o.ooeevcvvvnn.. HO4B 1/30
455/68
(72) Inventors: Yiming Huang, Shanghai (CN); 2006/0252392 Al* 11/2006 Beamish ............... HO1Q 3/267
Weifeng Wang, Shanghai (CN) 455/126
(73) Assignee: BEKEN CORPORATION, Shanghai OTHER PUBLICATIONS
(CN)
Sao-Jie Chen, Yong-Hsiang Hsich, An Auto-I/Q Calibrated Modula-
(*) Notice:  Subject to any disclaimer, the term of this tor, IQ Calibration techniques for CMOS Radio Transceivers, 2006,
patent is extended or adjusted under 35 pp. 53-67, Springer.
U.S.C. 154(b) by O days.
* cited by examiner
(21) Appl. No.: 14/730,205
(22) Filed: Jun. 3, 2015 Primary Examiner — Freshteh N Aghdam
(30) Foreign Application Priority Data (74) Attorney, Agent, or Firm — Perkins Coie LLP
May 14,2015  (CN) ccvveveirecrecicnens 201510246119 (57) ABSTRACT
Gh };54217 00 (2006.01) A method of compensating phase imbalance comprises,
HO4L 7/027 (200 6.01) detecting power outputs of a first output signal related to a
(52) US.Cl ’ first phase compensation value and of a second output signal
CPC ' HO4L 7/007 (2013.01); HO4L 70027 related to a second phase compensation value; calculating a
"""""""" e (2013.01) first absolute difference between an in-phase value and a
(58) Field of Classification Search ’ quadrature value of the power output of the first output signal;
CPC HO1Q 3/267; HO4B 17/101; HO4B 17/14; calculating a second absolute difference between an in-phase
""" ’ HOAL 27/3863 value and a quadrature value of the power output of the
USPC oot 375/295,371  second output signal; determining a minimum difference by
See application file for complete search history. ’ comparing the first absolute difference with the second abso-
lute difference; determining an optimal phase compensation
(56) References Cited value and a suboptimal phase compensation value from the

U.S. PATENT DOCUMENTS

7,177,372 B2* 2/2007 Gu ..o HO03C 3/40
375/296

7,925217 B2* 4/2011 Park ... HO04B 17/21
455/226.1

first and the second phase compensation values according to
the minimum difference; and obtaining an updated optimal
phase compensation value with a binary search algorithm.

11 Claims, 13 Drawing Sheets

I 1000

405 410
Digital
Phase Power
Calibration ADC
Unlt 1500
Power detection unit 1400

fl 105 Digttal Phase . I-1305 310 315
A ‘ 1 ¢ 1200 Unit J I | |
r
Hidd DAC Filte! MIXER

1

TX- Analog
unlts 1300
320
205
Digital T;'s“g 345 350 355 I:F .
calibration com| outpur
signal ~comp | ’—;J " T ealll,
output unit 340
1100
QLo
110 215 210 325 1330 135
| Q i [ a a a
1 & Add 2 | | DAC [ Filter MIXER




U.S. Patent Aug. 2, 2016 Sheet 1 of 13 US 9,407,425 B1

100

\

110

Detect power outputs of a first output signal and a second output
signal

V 120
Calculate a first absolute difference between an in-phase value and a

quadrature value of the power output of the first output signal

) J 130
Calculate a second absolute difference between an in-phase value
and a quadrature value of the power output of the second output

signal

140
Determine a minimum difference by comparing the first absolute
difference with the second absolute difference
A 150
Determine an optimal phase compensation value and a suboptimal
phase compensation value from the first and the second phase
compensation signals according to the minimum difference
y 160

Obtain an updated optimal phase compensation signal with a binary
search algorithm

SN

FIG. 1



U.S. Patent Aug. 2, 2016 Sheet 2 of 13 US 9,407,425 B1

I 200A

210

A=117;B=-117 .

215

Delay for 10 milliseconds, Detect ADC output,
which is represented as rf_detect_i p 1

220

A=-117;B=117

L

225

N

Delay for 10 millisecond, Detect ADC output,
which is represented as rf_detect i n_1

230

\

rf detect i 1=
rf_detect i p_1+rf detect i n 1

FIG. 2A



U.S. Patent

Aug. 2, 2016 Sheet 3 of 13 US 9,407,425 B1

I 200B

A=117,B=117

[

Delay for 10 millisecond, Detect ADC
output, which is represented as
rf_detect_g_p_1

l

Delay for 10 millisecond, Detect ADC
output, which is represented as
rf_detect_g_n_1

rf_detect g_1~=
rf_detect_g_p_1 + rf_detect_g_n_1

/250
IZSS
260

A= -117:B= 117 I
I%S
Izm

FIG. 2B



U.S. Patent

Aug. 2, 2016 Sheet 4 of 13 US 9,407,425 B1

I 300A

310

A=117;B=-117

315

Delay for about 10 milliseconds, Detect ADC
output, which is represented as

rf_detect_i p_2
320
A=-117;B=117
.

325

Delay for about 10 millisecond, Detect ADC
output, which is represented as
rf_detect_i_n_2

SN

330

\

rf_detect_i 2=
rf_detect i p_2 + rf_detect_i_n_2

FIG. 3A



U.S. Patent Aug. 2, 2016 Sheet 5 of 13 US 9,407,425 B1

/ 300B

A=117;B=117

|

Delay for about 10 millisecond, Detect
ADC output, which is represented as
rf_detect_q_p_2

A=-117;B=-117

l

Delay for about 10 millisecond, Detect
ADC output, which is represented as
rf_detect_g_n_2

I350
I355
I%S

rf_detect_q_2=
rf_detect_q_p_2 + rf_detect_g_n_2

FIG. 3B



U.S. Patent Aug. 2, 2016

rf dectect i n_1

Sheet 6 of 13

US 9,407,425 B1

I 400A

rf_dectect i_

FIG. 4A

—_— =M

rf dectect i p 1

400B
tf dectect q p_1 I
\

f dectect g n 1

FIG. 4B

rf dectect_q 1



U.S. Patent

rf_dectect_i_n_2

Aug. 2, 2016

Sheet 7 of 13 US 9,407,425 B1

AI 500A

rf_dectect i P

v

rf_dectect i p 2

AI 500B

rf dectect q p 2

rf dectect g n 2

rf dectect_q 2 |

FIG. 5B



U.S. Patent Aug. 2, 2016 Sheet 8 of 13 US 9,407,425 B1

600A
START ‘f

phase_comp=PHASE_CAL_|

NI_P, PHASE_CAL_INI_Pis 610
determined by phase
imbalance of the TX analog

part, which can be initially set
to 8/180*pi, Calculate ty2

L 615
Calculate rf_detect_i_1 and I
rf_detect_q_1
620
CaiCutate
rf_detect_iq_diff_abs_1= I

Abs(rf_detect_i_1 -
f_detect g.1)

Phase_comp=PHASE_CAL_]

NI_N, PHASE_CAL_INI_N is 625
determined by phase
imbalance of the TX analog

part, which can be initially set
to -8/180*pi, Calculate ty2
T

630
Calculate rf_detect_i_2 and I
f_detect_¢g_2
1
Calculate 635
f_detect_iq_diff_abs_2 =
Abs(rf_detect i 2 - i

f_detect q_2)

if_detect_iq_diff_abs_1 > N
t_iq_di 2?
if_detect_ig_diff_abs_: AIMSA J‘“SB
rf_detect min = f_detect_min =
rf_detect_ig_diff_abs_2; rf_detect_iq_diff_abs_1;
phase_cal_sub_optimal = phase_cal_sub_optimal
PHASE_CAL_INI_P; = PHASE_CAL_INI_N;
phase_cal_optimal = phase_cal_optimal
PHASE_CAL_INI_N; = PHASE_CAL_INI_P;

FIG. 6A



B

U.S. Patent Aug. 2, 2016 Sheet 9 of 13 US 9,407,425 B1
‘ 650
‘ 1 J

I 600B
L

655
phase_cal_new(k) = /
1/2*(phase_cal_sub_optimal+phase_cal_opt

imal)

l 660
phase_comp=phase_cal_ne
w(k)

Calculate ty2

665
Calculate rf_detect_i_3 and I

rf_detect_q_3

670
rf_detect_new = I
abs(rf_detect_i_3 -
675

f detect q 3)

808
rf_detect_new > N
rf_detect_min? L
80A phase_cal_sub_optimal =
Y phase_cal_optimal;

phase_cal_sub_optim
al = phase_cal_new(k)

phase_cal_optimal =
phase_cal_new(k);

690 rf_detect_min =
f rf_detect_new
]

695




U.S. Patent Aug. 2, 2016 Sheet 10 of 13 US 9,407,425 B1

(8)
P A7-Average value 7 (7.875)
A6-Average value 6 (7.75)

\5-Average value 5 (7.5)
Ad-Average value 4 (7)

3-Average value 3 (6)

JAverage value 2 (4)

Al-Average value 1((0)

FIG.7



U.S. Patent Aug. 2, 2016 Sheet 11 of 13 US 9,407,425 B1

I 800

810
power detector I

820
controller I

FIG. 8



U.S. Patent Aug. 2, 2016 Sheet 12 of 13 US 9,407,425 B1

/ 900

Digital Phase
. . Power
calibration
—————————————————————————————————————— . detector
| ! Unit 940
| | 950
| |
1 [}
| 1
i |
. L
Digital I I = TX
calibration Digital Phase Compensation Power
: : Analog output
signal Unit .
. Q Q | units
output unit 920 930
910

FIG. 9



US 9,407,425 B1

Sheet 13 of 13

Aug. 2, 2016

U.S. Patent

01 'DI4
JOYI
mmw_s_ “u_."_ | oMn_ 26. k| ppv q
433 ocer? szer’ orce ster ort
010
00LL
vod 32&\ Jun ndino
Yd X1 X1 NS _ Jeubis
jndino : I | dwod uopeIqie?
e sser”’ oser’  sver’ o1 _ oseyd, lenbig
_ socr
ozer’ |
00¢L syun |
Bojeuy -x1 YIAXIN R | ova || z4 v
I I | _
! Hun uopesuadwo)
sier’ ois?  soer? || aseyd |eybig so1e_
00¥ | J1un UORI8}3p 18MOg _ "
0051 Bun | |
10)3939Q uoneiqijed s|[||||||||||||||||_ |||||||||||||||||||||||||||||||||||| |
) Jamod ) 2av aseyd _
1renbiq
ot SSL\

0001 \v




US 9,407,425 B1

1
METHOD AND DEVICE FOR
COMPENSATING PHASE IMBALANCE

CROSS REFERENCE TO RELATED
APPLICATION

This application claims priority to Chinese Application
No. 201510246119.1 entitled “Method and device for com-
pensating phase imbalance,” filed on May 14, 2015 by Beken
Corporation, which is incorporated herein by reference.

TECHNICAL FIELD

The present application relates to circuits, and more par-
ticularly but not exclusively to a method and a device for
compensating phase imbalance.

BACKGROUND

With the development of integrated circuit technology,
transmitters with direct up-conversion transmitter architec-
tures are used more and more frequently. However, such kind
of transmitters may have in-phase (I) and quadrature (Q)
branch imbalance, and deteriorate system performance. A
conventional method requires both the transmitter and
receiver to participate in the I/Q imbalance compensation,
which is complicated and has a large power consumption. Itis
desirable to effectively solve the I/Q imbalance problem.

SUMMARY OF THE INVENTION

According to an embodiment of the invention, a method of
compensating phase imbalance comprises, detecting power
outputs of a first output signal related to a first phase com-
pensation value and of a second output signal related to a
second phase compensation value; calculating a first absolute
difference between an in-phase value and a quadrature value
of the power output of the first output signal; calculating a
second absolute difference between an in-phase value and a
quadrature value of the power output of the second output
signal; determining a minimum difference by comparing the
first absolute difference with the second absolute difference;
determining an optimal phase compensation value and a sub-
optimal phase compensation value from the first and the
second phase compensation values according to the mini-
mum difference; and obtaining an updated optimal phase
compensation value with a binary search algorithm.

According to an embodiment of the invention, a circuit for
compensating phase imbalance comprises a power detector
configured to detect power outputs of a first output signal
related to a first phase compensation value and of a second
output signal related to a second phase compensation value; a
controller, configured to calculate a first absolute difference
between an in-phase value and a quadrature value of the
power output of the first output signal; calculate a second
absolute difference between an in-phase value and a quadra-
ture value of the power output of the second output signal;
determine a minimum difference by comparing the first abso-
lute difference with the second absolute difference; determine
an optimal phase compensation value and a suboptimal phase
compensation value from the first and the second phase com-
pensation values according to the minimum difference; and
obtain an updated optimal phase compensation value with a
binary search algorithm.

With the embodiments of the invention, the process of
compensating in-phase and quadrature branches phase imbal-
ance does not require the participation of the whole receiver.
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Further the phase compensation is purely digital, and does not
require the participation of an analog part of a transmitter.
Further, the method and device according to embodiments of
the invention may be easy to operate, and the calibration
result is stable and accurate.

BRIEF DESCRIPTION OF THE DRAWINGS

Non-limiting and non-exhaustive embodiments of the
present invention are described with reference to the follow-
ing figures, wherein like reference numerals refer to like parts
throughout the various views unless otherwise specified.

FIG. 1 is a flow chart diagram illustrating an embodiment
of'a method of compensating phase imbalance.

FIG. 2A is a flow chart illustrating an embodiment of a
method of how the in-phase value rf_dectect_i_1 of the first
output signal is obtained.

FIG. 2B is a flow chart illustrating an embodiment of a
method of how the quadrature value rf_dectect_q_1 of the
first output signal is obtained.

FIG. 3A is a flow chart illustrating an embodiment of a
method of how the in-phase value rf_dectect_i_2 of the sec-
ond output signal is obtained.

FIG. 3B is a flow chart illustrating an embodiment of a
method of how the quadrature value rf_dectect_q_2 of the
second output signal is obtained.

FIG. 4A is a geometric diagram of an embodiment illus-
trating how the in-phase value rf_dectect_i_1 of the first
output signal is obtained.

FIG. 4B is a geometric diagram of an embodiment illus-
trating how the quadrature value rf_dectect_q_1 of the first
output signal is obtained.

FIG. 5A is a geometric diagram of an embodiment illus-
trating how the in-phase value rf_dectect_i_2 of the second
output signal is obtained.

FIG. 5B is a geometric diagram of an embodiment illus-
trating how the quadrature value rf_dectect_q_2 of'the second
output signal is obtained.

FIG. 6A is a flow chart illustrating an embodiment of a
method of compensating phase imbalance.

FIG. 6B is a flow chart illustrating an embodiment of a
method of the other part of operation for compensating phase
imbalance.

FIG. 7 is a drawing illustrating a binary search algorithm
for finding the phase compensation value.

FIG. 8 is a block diagram illustrating an embodiment of a
circuit.

FIG. 9 is a block diagram illustrating a detailed embodi-
ment of a circuit.

FIG. 10 is a block diagram illustrating a more detailed
embodiment of a circuit.

DETAILED DESCRIPTION

Various aspects and examples of the invention will now be
described. The following description provides specific details
for a thorough understanding and enabling description of
these examples. Those skilled in the art will understand,
however, that the invention may be practiced without many of
these details. Additionally, some well-known structures or
functions may not be shown or described in detail, so as to
avoid unnecessarily obscuring the relevant description.

FIG. 1 is a flow chart diagram illustrating an embodiment
of a method 100 of compensating phase imbalance. The
method 100 comprises detecting, in block 110, power outputs
of a first output signal related to a first phase compensation
value and of a second output signal related to a second phase
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compensation value. The power outputs of the first output
signal comprises rf_dectect_ip_1, rf_dectect_in_1, rf_dect-
ect_q_p_1, and rf_dectect_q_n_1. The power outputs of the
second output signal comprises rf_dectect_i_p_2, rf_dectec-
t_i_n_2, rf_dectect_q_p_2, and rf_dectect_q_n_2.

Then the method 100 calculates, in block 120, a first abso-
lute difference rf_detect_iq_diff_abs_1 between an in-phase
value rf_detect_i_1 and a quadrature value rf_detect_q_1 of
the power output of the first output signal (rf_dectect_i_1,
rf_dectect_i_n_1, rf_dectect_q_p_1, and rf_dectect_q_n_1).

Then the method 100 calculates, in block 130, a second
absolute difference rf_detect_iq_diff_abs_2 between an in-
phase value rf _detect_i_2 and a quadrature value rf_de-
tect_q_2 of the power output of the second output signal
(rf_dectect_i_p_2, rf_dectect_i_n_2, rf_dectect_q_p_2, and
rf_dectect_q_n_2).

Then the method 100 determines, in block 140, a minimum
difference rf_detect_min by comparing the first absolute dif-
ferencerf_detect_iq_diff_abs_1 with the second absolute dif-
ference rf_detect_iq_diff_abs_2.

Then the method 100 determines, in block 150, an optimal
phase compensation value phase_cal_optimal and a subopti-
mal phase compensation value phase_cal_sub_optimal from
the first and the second phase compensation values
(PHASE_CAL_INI_P and PHASE_CAL_INI_N) according
to the minimum difference rf detect_min which is deter-
mined in block 140.

The method 100 further obtains, in block 160, an updated
optimal phase compensation value using a binary search algo-
rithm. Details of the method 100 will be discussed below with
reference to the following drawings 2A-7.

FIG. 2A is a flow chart illustrating an embodiment of a
method 200A ofhow the in-phase value rf_dectect_i_1 of'the
first output signal is obtained.

First, a power output of a first weighted signal rf_dectec-
t_i_p_1 is detected. The first weighted signal rf_dectec-
t_i_p_1 is weighted by the first phase compensation value
PHASE_CAL_INI_P.

To be specific, in block 210, an in-phase branch I of a first
signal to be compensated is weighted with a constant A, and
a quadrature branch Q of'the first signal to be compensated is
weighted with a constant B. For example, A equals 117 and B
equals -117.

Then in block 215, after a delay for about 10 milliseconds,
an ADC output is detected, which can be represented as
rf_detect_i_p_1. Note the delay value of 10 milliseconds is
only for illustrative purpose, those having ordinary skill in the
art can change the delay value according to practical applica-
tion.

Then, in block 220, an in-phase branch I of the first signal
to be compensated is weighted with a constant A, and a
quadrature branch Q of the first signal to be compensated is
weighted with a constant B. For example, A equals —117 and
B equals 117.

Then, in block 225, after delay for about 10 milliseconds,
an ADC output is detected, which can be represented as
rf_detect_i_n_1, which represents a power output of a second
weighted signal rf._dectect_n_1. The second weighted signal
rf_dectect_n_1 is also weighted by the first phase compensa-
tion value PHASE_CAL_INI_P. Note the delay value of 10
milliseconds is only for illustrative purpose, those having
ordinary skill in the art can change the delay value according
to practical application.

Then in block 230, the in-phase value rf_dectect_i_1 of the
power output of the first output signal is calculated by adding
the power output of the first weighted signal rf_dectect_i_p_1
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and the power output of the second weighted signal rf_dect-
ect_i_n_1, that is rf detect_i_1=rf detect_i_p_1+rf detec-
tin_1.

FIG. 2B is a flow chart illustrating an embodiment of a
method 200B on how the quadrature value rf_dectect_q_1 of
the first output signal is obtained.

First, a power output of a third weighted signal rf_dect-
ect_q_p_1 is detected. The third weighted signal rf_dect-
ect_q_p_1 is weighted by the first phase compensation value
PHASE_CAL_INI_P.

To be specific, in block 250, an in-phase branch I of the first
signal to be compensated is weighted with a constant A, and
a quadrature branch Q of the first signal to be compensated is
weighted with a constant B. For example, A equals 117 and B
equals 117.

Then in block 255, after a delay for about 10 milliseconds,
an ADC output is detected, which can be represented as
rf_detect_qgp_1. Note the delay value of 10 milliseconds is
only for illustrative purpose, and those having ordinary skill
in the art can change the delay value according to practical
application.

Then, in block 260, the in-phase branch I of the first signal
to be compensated is weighted with a constant A, and a
quadrature branch Q of the first signal to be compensated is
weighted with a constant B. For example, A equals —117 and
B equals -117.

Then, in block 265, after a delay for about 10 milliseconds,
an ADC output is detected, which can be represented as
rf_detect_q_n_1, which represents a power output of the
fourth weighted signal rf dectect_q n_1. The fourth
weighted signal rf_dectect_q_n_1 is weighted by the first
phase compensation value PHASE_CAIL,_INI_P. Note the
delay value of 10 milliseconds is only for illustrative purpose,
and those having ordinary skill in the art can change the delay
value according to practical application.

Then, in block 270, the quadrature value rf_detect_q_1 of
power output of the first output signal is calculated by adding
the power output of the third weighted signal rf dect-
ect_q_p_1 and the power output of the fourth weighted signal
rf_dectect_q_n_1, that is rf detect_q_l=rf detect_q_p_l+
rf_detect_q n_1.

Note in FIGS. 2A and 2B, in order to calculate in-phase
value, A and B are inverse to each other, while in order to
calculated quadrature value, A equals B. However, the abso-
lute value of A and B should be the same.

FIG. 3A is a flow chart illustrating an embodiment of a
method of how the in-phase value rf_dectect_i_2 of the sec-
ond output signal is obtained.

First, a power output of a fitth weighted signal rf_dectec-
t_i_p_2 is detected. The fifth weighted signal rf dectec-
t_i_p_2 is weighted by the second phase compensation value
PHASE_CAL_INI_N.

To be specific, in block 310, an in-phase branch I of a
second signal to be compensated is weighted with a constant
A, and a quadrature branch Q of the first signal to be com-
pensated is weighted with a constant B. For example, A
equals 117 and B equals -117.

Then in block 315, after a delay for about 10 milliseconds,
an ADC output is detected, which can be represented as
rf_detect_i_p_2, which represents the power output of the
fifth weighted signal. Note the delay value of 10 milliseconds
is only forillustrative purpose, and those having ordinary skill
in the art can change the delay value according to practical
application.

Then, in block 320, an in-phase branch I of the second
signal to be compensated is weighted with a constant A, and
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a quadrature branch Q of the second signal to be compensated
is weighted with a constant B. For example, A equals -117
and B equals 117.

Then, in block 325, after a delay for about 10 milliseconds,
an ADC output is detected, which can be represented as
rf_detect_i_n_2, which represents a power output of a sixth
weighted signal rf_dectect_i_n_2. The sixth weighted signal
rf_dectect_i_n_2 is also weighted by the second phase com-
pensation value PHASE_CAL_INI_N. Note the delay value
of 10 milliseconds is only for illustrative purpose, and those
having ordinary skill in the art can change the delay value
according to practical application.

Then in block 330, the in-phase value rf_dectect_i_2 of the
power output of the second output signal is calculated by
adding the power output of the fifth weighted signal rf_dec-
tect_i_p_2 and the power output of the sixth weighted signal
rf_dectect_n_2, that is rf_detect_i_2=rf detect_i_p_2+rf-
_detect i n_2.

FIG. 3B is a flow chart illustrating an embodiment of a
method of how the quadrature value rf_dectect_q_2 of the
second output signal is obtained.

First, a power output of a seventh weighted signal rf_dec-
tect_q_p_2 is detected. The seventh weighted signal rf_dec-
tect_q_p_2 is weighted by the second phase compensation
value PHASE_CAL_INI_N.

To be specific, in block 350, an in-phase branch I of the
second signal to be compensated is weighted with a constant
A, and a quadrature branch Q of the second signal to be
compensated is weighted with a constant B. For example, A
equals 117 and B equals 117.

Then in block 355, after a delay for about 10 milliseconds,
an ADC output is detected, which can be represented as
rf_detect_q_p_2. Note the delay value of 10 milliseconds is
only for illustrative purpose, and those having ordinary skill
in the art can change the delay value according to practical
application.

Then, in block 360, an in-phase branch I of the second
signal to be compensated is weighted with a constant A, and
a quadrature branch Q of the second signal to be compensated
is weighted with a constant B. For example, A equals -117
and B equals -117.

Then, in block 365, after a delay for about 10 milliseconds,
an ADC output is detected, which can be represented as
rf_detect_q_n_2, which represents a power output of the
eighth weighted signal rf dectect_q n_2. The eighth
weighted signal rf_dectect_q_n_2 is weighted by the second
phase compensation value PHASE_CAL__ INI_N. Note the
delay value of 10 milliseconds is only for illustrative purpose,
and those having ordinary skill in the art can change the delay
value according to practical application.

Then, in block 370, the quadrature value rf_detect_q_2 of
power output of the second output signal is calculated by
adding the power output of the seventh weighted signal
rf_dectect_qp_2 and the power output of the eighth weighted
signal rf_dectect_q_n_2.

FIG. 4A is a geometric diagram of an embodiment illus-
trating how the in-phase value rf_dectect_i_1 of the first
output signal is obtained. From FIG. 4A, itcan be clearly seen
from 400A that rf_dectect_i_1 equals the addition of the first
weighted signal rf_dectect_i_p_1 and the second weighted
signal rf_dectect_i_n_1.

FIG. 4B is a geometric diagram of an embodiment illus-
trating how the quadrature value rf_dectect_q_1 of the first
output signal is obtained. From FIG. 4B, it can be clearly seen
from 400B that rf_dectect_q_1 equals the addition of the third
weighted signal rf_dectect_q_p_1 and the fourth weighted
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signal rf_dectect_q_n_1. A phase imbalance angle can be
illustrated as an angle a in FIGS. 4A and 4B.

FIG. 5A is a geometric diagram of an embodiment illus-
trating how the in-phase value rf_dectect_i_2 of the second
output signal is obtained. From 500A, it can be clearly seen
that rf_dectect_i_2 equals the addition of the fifth weighted
signal rf_dectect_i_p_2 and the sixth weighted signal rf_dec-
tect_n_2.

FIG. 5B is a geometric diagram of an embodiment illus-
trating how the quadrature value rf_dectect_q_2 of'the second
output signal is obtained. From 500B, it can be clearly seen
that rf _dectect_q_2 equals the addition of the seventh
weighted signal rf_dectect_q_p_2 and the eighth weighted
signal rf_dectect_q_n_2. A phase imbalance angle can be
illustrated as an angle b in FIGS. 4A and 4B. Compared with
FIGS. 4A and 4B, the phase imbalance angle b is smaller than
the phase imbalance angle a, that is the phase compensation
value corresponding to angle b should be selected as the
optimal phase compensation value.

FIG. 6A is a flow chart illustrating an embodiment of a
method 600A of one part of operation for compensating
phase imbalance.

The method 600A comprises in block 610, assigning a first
phase compensation value
phase_comp=PHASE_CAL_INI_P, wherein PHASE_CA-
L_INI_P is determined by phase imbalance of the an analog
part of the transmitter, which can be initially set to $1s0%pi,
which can also be represented as ¥%1soxt, and calculating ty2.
ty2 can be calculated based on the equation:

ty2=1+Y2*(phase_comp”2)+%s*(phase_comp™4) (€8]

Then the method 600A, in block 615, further calculates
rf_detect_i_1 and rf_detect_q_1. The detailed method of cal-
culating rf_detect_i_1 and rf_detect_q_1 can bereferred to in
FIG. 2A and FIG. 2B and their corresponding descriptions
respectively.

Then the method 600A calculates, in block 620, a first
absolute difference rf_detect_iq_diff_abs_1 between an in-
phase value and a quadrature value of the power output of the
first output signal, which can be represented as
rf_detect_iq_diff_abs_1=Abs(rf_detect_i_1-rf_de-
tect_q_1), which means that the first absolute difference
rf_detect_iq_diff abs_1 equals an absolute difference
betweenthein__phase value rf_detect_i_1 and the quadrature
value rf_detect_q_1.

The method 600A comprises in block 625, assigning sec-
ond phase compensation value
phase_comp=PHASE_CAL_INI_N, wherein PHASE_CA-
L_INI_N is determined by phase imbalance of the an analog
part of the transmitter, which can be initially set to —%1s0%pi,
which can also be represented as —%1soxt, and calculating ty2.
ty2 can be calculated based on the above equation (1).

Then the method 600A, in block 630, further calculates
rf_detect_i_2 and rf_detect_q_2. The detailed method of cal-
culating rf_detect_i_2 and rf_detect_q_2 can be referred to
FIG. 3A and FIG. 3B and their corresponding descriptions
respectively.

Then the method 600A calculates, in block 635, a second
absolute difference rf_detect_iq_diff_abs_2 between an in-
phase value and a quadrature value of the power output of the
second output signal, which can be represented as
rf_detect_iq_diff_abs_2=Abs(rf_detect_i_2-rf_de-
tect_q_2), which means that the second absolute difference
rf_detect_iq_diff abs_2 equals an absolute difference
between the in_phase value rf_detect_i_2 and the quadrature
value rf_detect_q_2.
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Then the method 600A compares, in block 640, the first
absolute difference rf_detect_iq_diff_abs_1 with the second
absolute difference rf_detect_iq_diff_abs_2, so as to deter-
mine a minimum difference rf_detect_min.

If the first absolute difference rf_detect_iq_diff__abs_1 is
bigger than the second absolute difference rf_detect_iq_dif-
f_abs_2, which means YES to the determining block 640, the
method 600A proceeds with block 645A, wherein
rf_detect_min=rf_detect_iq_diff_abs_2. Further,
phase_cal_optimal=PHASE_CAI _INI_N, and
phase_cal_sub_optimal=PHASE_CAL_INI_P.

If the first absolute difference rf_detect_iq_diff__abs_1 is
smaller or equals the second absolute difference rf_detec-
t_iq_diff_abs_2, which means NO to the determining block
640, the method 600A proceeds with block 645B, wherein
rf_detect_min=rf_detect_iq_diff_abs_1. Further,
phase_cal_sub_optimal=PHASE_CAL_INI_N; phase
cal__optimal=PHASE_CAL_INI_P.

That means the phase compensation value which is corre-
sponding to the minimum difference is assigned as the opti-
mal phase compensation value, while the phase compensa-
tion value which is corresponding to the subminimum
difference is assigned as the suboptimal phase compensation
value.

Method 600A ends with A, which is followed by B in
method 600B of FIG. 6B. FIG. 6B is a flow chart illustrating
an embodiment of a method 600B of the other part of opera-
tion for compensating phase imbalance. The method 600B
obtains an updated optimal phase compensation value with a
binary search algorithm.

To be specific, the method 600B first assigns 1 to a variable
k, and k represents a count for iteration in the method.

Then the method 600B calculates in block 655, an average
phase compensation value of both a current optimal phase
compensation value and a current suboptimal phase compen-
sation value, which can be represented as phase_cal_new(k)
=l5%(phase_cal_sub_optimal+phase_cal_optimal).

Then the method 600B assigns, in block 660, the average
phase compensation value to an updated phase compensation
value  phase comp, that is, phase_comp is
phase_comp=phase_cal_new(k).

The method 600B further calculates in block 660, an
updated ty2. Note ty2 will be applied to the Q branch of the
signal to be compensated, so as to compensate phase imbal-
ance between Q branch and I branch of the signal.

Then the method 660B calculates, in block 665, an in-
phase value and a quadrature value of the power output of the
third output signal, that is rf_detect_i_3 and rf_detect_q_3.
Note the third output signal is compensated based on the
phase_cal_new(k).

The method 660B then calculates in bock 670, third abso-
lute difference between an in-phase value and a quadrature
value of the power output of the third output signal, which can
be represented as rf_detect_new=abs(rf_detect_i_3 rf_de-
tect_q_3).

Then the method 660B compares in block 675, the third
absolute difference rf_detect_new with the previous deter-
mined minimum difference rf_detect_min, so as to determine
an updated minimum difference.

If'the third absolute difference rf_detect_new is bigger than
the previous determined minimum difference rf_detect_min,
which means YES to the determining block 675, the method
600B  proceeds  with  block 680A,  wherein
phase_cal_sub_optimal=phase_cal_new(k).

If the third absolute difference rf detect_new is smaller or
equals the previous determined minimum difference rf_de-
tect_min, which means NO to the determining block 675, the
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method 600B proceeds with block 680B, wherein
phase_cal_sub_optimal=phase_cal_optimal;
phase_cal_optimal=phase_cal_new(k);
rf_detect_min=rf_detect_new, which means the minimum
difference has been changed to the third absolute difference.
Then both blocks 680A and 680B proceed with block 690,
to progressively increase k by 1. In an embodiment shown in
FIG. 7, the iteration ends when k>7. However, the predeter-
mined number of times k of iteration may be preset according
to an accuracy requirement of the circuit. For example, the
target of the iterative binary search algorithm is to find 8
degree as shown in FIG. 7. Iteration may be carried out for 7
times until the value of 7.875 deg is found, which has an
accuracy of less than 0.25 deg. The accuracy of the method
also depends on the initial value of phase compensation value.
For example, the PHASE_CAIL _INI_P=8deg, ifthe accuracy
needs to be smaller than 0.25 deg, then the binary search
needs to be carried out for the following number of times:

number of times=log 10(8/0.125)/log 10(2)+1=7 2)

FIG. 7 is a drawing illustrating a binary search algorithm
for finding the phase compensation value. 8 degree is
assigned as the first phase compensation value, and -8 degree
is assigned as the second phase compensation value. Then the
average phase compensation value is the average of 8 degree
and -8 degree, which is 0. Then average 0 and 8, to obtain the
second average value 4. After 7 times of calculation, 7.875 is
obtained, which is the final optimal phase compensation
value. Note 7.875 is a value which is nearest to the Y axis, and
has a phase error of less than 0.25 deg.

FIG. 8 is a block diagram illustrating an embodiment of a
circuit 800. The circuit 800 comprises a power detector 810
and a controller 820. The power detector 810 detects power
outputs of a first output signal related to a first phase com-
pensation value and of a second output signal related to a
second phase compensation value. The a controller 810 cal-
culates a first absolute difference between an in-phase value
and a quadrature value of the power output of the first output
signal; a second absolute difference between an in-phase
value and a quadrature value of the power output of the
second output signal; determines a minimum difference by
comparing the first absolute difference with the second abso-
lute difference; determines an optimal phase compensation
value and a suboptimal phase compensation value from the
first and the second phase compensation values according to
the minimum difference; and obtains an updated optimal
phase compensation value with a binary search algorithm.

Alternatively, in at least an embodiment, the controller 820
further calculates an average phase compensation value of
both a current optimal phase compensation value and a cur-
rent suboptimal phase compensation value; detects a power
output of a third output signal related to the average phase
compensation value; calculates a third absolute difference
between an in-phase value and a quadrature value of the
power output of the third output signal; determines an
updated minimum difference by comparing the third absolute
difference with a previous determined minimum difference;
and determines an updated optimal phase compensation
value and a suboptimal phase compensation value from the
previously determined optimal phase compensation value
and the average phase compensation value according to the
updated minimum difference.

Alternatively, in at least an embodiment, the power detec-
tor 810 further detects power outputs of a first weighted signal
which is weighted by the first phase compensation value;
detects a power output of a second weighted signal which is
weighted by the first phase compensation value; detects a
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power output of a third weighted signal which is weighted by
the first phase compensation value; detects a power output of
a fourth weighted signal which is weighted by the first phase
compensation value; and the controller 820 further calculates
the in-phase value of the power output of the first output
signal is implemented by adding the power output of the first
weighted signal and the power output of the second weighted
signal; and calculates the quadrature value of power output of
the first output signal is implemented by adding the power
output of the third weighted signal and the power output of the
fourth weighted signal.

Alternatively, in at least an embodiment, the power detec-
tor 810 further detects a power output of a fifth weighted
signal which is weighted by the second phase compensation
value; detects a power output of a sixth weighted signal which
is weighted by the weighted second phase compensation
value; detects a power output of a seventh weighted signal
which is weighted by the second phase compensation value;
detects a power output of a eighth weighted signal which is
weighted by the second phase compensation value. The con-
troller 820 further calculates the in-phase value of the power
output of the second output signal by adding the power output
of'the fifth weighted signal and the power output of the sixth
weighted signal; calculates the quadrature value of power
output of the second output signal by adding the power output
of the seventh weighted signal and the power output of the
eighth weighted signal.

Alternatively, in at least an embodiment, the controller 820
further weighs an in-phase branch of a first signal to be
compensated with a constant and weighing an quadrature
branch of the first signal to be compensated with a negative of
the constant; and weighs the in-phase branch of the first signal
to be compensated with a negative of the constant and weigh-
ing the quadrature branch of the first signal to be compensated
with the constant; weighs an in-phase branch of the first signal
to be compensated with the constant and weighing an quadra-
ture branch of the first signal to be compensated with the
constant; and weighs the in-phase branch of the first signal to
be compensated with the negative of the constant and weigh-
ing the quadrature branch of the first signal to be compensated
with the negative of constant.

Alternatively, in at least an embodiment, the controller 820
further weighs an in-phase branch of a second signal to be
compensated with a constant and weighing an quadrature
branch of the second signal to be compensated with a negative
of the constant; weighs the in-phase branch of the second
signal to be compensated with a negative of the constant and
weighing the quadrature branch of the second signal to be
compensated with the constant; weighs an in-phase branch of
the second signal to be compensated with the constant and
weighing an quadrature branch of the second signal to be
compensated with the constant; and weighs the in-phase
branch of the second signal to be compensated with the nega-
tive of the constant and weighing the quadrature branch of the
second signal to be compensated with the negative of con-
stant.

Alternatively, in at least an embodiment, the controller 820
compensates a phase imbalance between an in-phase and a
quadrature branch of the signal based on the phase compen-
sation value.

To be more specific, the controller 820 multiplies the
quadrature branch of the signal with a factor denoted as ty2,
wherein  ty2=1+%*(phase_comp"2)+%s*(phase_comp4),
wherein the phase_comp represents the phase compensation
value.

For example, a compensated in-phase branch of the signal
to be compensated keeps unchanged, the compensated
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quadrature branch of the signal to be compensated equals
I*phase_comp+Q)*ty2, wherein 1 represents detected
in-phase branch value, and Q represents detected quadrature
branch value.

Alternatively, in at least an embodiment, the controller 820
further presets the predetermined times according to an accu-
racy requirement of the circuit.

FIG. 9 is a block diagram illustrating a detailed embodi-
ment of a circuit 900. The circuit 900 comprises a Digital
calibration signal output unit 910, a digital Phase Compen-
sation Unit 920, a TX-Analog units 930, a Power detector 940
and a Digital Phase calibration Unit 950. The Digital calibra-
tion signal outputunit 910 is connected with the Digital Phase
Compensation Unit 920 to output an I branch signal and a Q
branch signal. The Digital Phase Compensation Unit 920 is
connected to the TX-Analog units 930 to output compensated
I branch signal and a Q branch signal. The TX-Analog units
930 is connected to the Power detector 940 to transmit output
power. The Power detector 940 is connected to the Digital
Phase calibration Unit 950. In FIG. 9, the dotted line com-
prises control signal channel, while the solid line comprises
compensation signal channel. Referring back to FIG. 8, the
power detector 810 is similar to the power detector 940 in
FIG. 9, and the controller 820 in FIG. 8 comprises the Digital
Phase Compensation Unit 920 and the digital phase calibra-
tion unit 950.

FIG. 10 is a block diagram illustrating a more detailed
embodiment of a circuit 1000. The circuit 1000 comprises a
Digital calibration signal output unit 1100, a digital Phase
Compensation Unit 1200, a TX-Analog units 1300, a Power
detector 1400 and a Digital Phase calibration Unit 1500,
which are respectively similar to the Digital calibration signal
output unit 910, the digital Phase Compensation Unit 920, the
TX-Analog units 930, the Power detector 940 and the Digital
Phase calibration Unit 950 shown in FIG. 9.

To be specific, as shown in FIG. 10, the Digital calibration
signal output unit 1100 comprises two modules 1105 and
1110, which respectively output the constant A and constant
B. The constant A is applied to an I (In-phase) branch of the
phase signal to be compensated. The constant B is applied to
a Q (Quadrature) branch of the phase signal to be compen-
sated. The constant A and constant B are the same as those
shown in each of FIGS. 2A, 2B, 3A and 3B. The Digital Phase
Compensation Unit 1220 comprises two multipliers, namely,
*phase_comp multiplier 9205 and *ty2 multiplier 1210, and
an adder 1215. The equation for calculating ty2 can refer to
the above equation (1). The compensated signal of Q branch
can be represented as (Q ..ot iorecres” Phase_comp)*ty2.
Quorocreq a0d 1., .. . refer to detected quadrature signal and
in-phase signal. Phase_comp is the phase compensation
value, or phase error, which has a unit of radian. The function
of Adder 9215 is to add Q ;. crew 10 Lo secres Phase_comp.

The TX_Analog units 1300 comprises an I DAC 1305,
which includes a 9-bit in-phase path Digital-to-Analog con-
verter, an [ Filter 1310, which includes an in-phase path low
pass filter, an I mixer 1315, and an I LO, which includes an
in-phase path local oscillator, and these units are connected in
sequence. The TX_Analog units 1300 further comprises a Q
DAC 1325, which includes a 9-bit quadrature path Digital-
to-Analog converter, a Q Filter 1330, which includes a
quadrature low pass filter, a Q mixer 1335, and an Q LO,
which includes a quadrature local oscillator, and these units
are connected in sequence. The I mixer 1315 and the Q mixer
1335 are both connected to an SUM 1345. The TX_Analog
units 1300 further comprises a TX PGA 1350, which may
include a transmitter programmable gain amplifier, and a TX
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PA 1355, which may include a transmitter power amplifier,
and the two units are connected to each other.

The power detection unit 1400 may include an analog to
digital converter (ADC), for example 8-bit ADC, and a power
detector 1410 which are connected in series.

The Digital Phase Calibration Unit 1500 is used to process
and control digital signals.

In operation, the circuit 1000 first initiates the TX-Analog
units 1300 and the Power detection unit 1400. Then the Digi-
tal Phase Calibration Unit 1500 controls the whole compen-
sation/calibration process. It uses dichotomy or also named a
binary search algorithm to control Digital calibration signal
output unit 1100, the Digital Phase Compensation Unit 1200,
and to calculate the value detected by the Power detection unit
1400. According to an embodiment of the invention, system
simulation and practical test show that the method can obtain
a final phase imbalance within 0.25 degree, which satisty the
requirements by Wi-Fi and other systems.

It should be appreciated by those skilled in the art that
components from different embodiments may be combined
to yield another technical solution. This written description
uses examples to disclose the invention, including the best
mode, and also to enable any person skilled in the art to
practice the invention, including making and using any
devices or systems and performing any incorporated meth-
ods. The patentable scope of the invention is defined by the
claims, and may include other examples that occur to those
skilled in the art. Such other examples are intended to be
within the scope of the claims if they have structural elements
that do not differ from the literal language of the claims, or if
they include equivalent structural elements with insubstantial
differences from the literal languages of the claims.

Although the present invention has been described with
reference to specific exemplary embodiments, the present
invention is not limited to the embodiments described herein,
and it can be implemented in form of modifications or alter-
ations without deviating from the spirit and scope of the
appended claims. Accordingly, the description and the draw-
ings are to be regarded in an illustrative rather than a restric-
tive sense.

From the foregoing, it will be appreciated that specific
embodiments of the technology have been described herein
for purposes of illustration, however various modifications
can be made without deviating from the spirit and scope of the
present invention. Accordingly, the present invention is not
restricted except in the spirit of the appended claims.

Other variations to the disclosed embodiments can be
understood and effected by those skilled in the art in practic-
ing the claimed invention, from a study of the drawings, the
disclosure, and the appended claims. In the claims the word
“comprising” does not exclude other elements or steps, and
the indefinite article “a” or “an” does not exclude a plurality.
Even if particular features are recited in different dependent
claims, the present invention also relates to the embodiments
including all these features. Any reference signs in the claims
should not be construed as limiting the scope.

Features and aspects of various embodiments may be inte-
grated into other embodiments, and embodiments illustrated
in this document may be implemented without all of the
features or aspects illustrated or described. One skilled in the
art will appreciate that although specific examples and
embodiments of the system and methods have been described
for purposes of illustration, various modifications can be
made without deviating from the spirit and scope of the
present invention. Moreover, features of one embodiment
may be incorporated into other embodiments, even where
those features are not described together in a single embodi-
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ment within the present document. Accordingly, the invention
is described by the appended claims.

What is claimed is:

1. A circuit for compensating phase imbalance, compris-

ing:
a first multiplier and a second multiplier respectively con-
figured to output an in-phase branch signal and a quadra-
ture branch signal related to a power signal;
a phase compensator connected to the first multiplier, an
adder connected to the phase compensator and the sec-
ond multiplier, and a third multiplier connected to the
adder, wherein the phase compensator is configured to
generate a compensated in-phase branch signal using a
phase compensation value, the adder is configured to
generate an addition result by adding the compensated
in-phase branch signal with the quadrature branch sig-
nal, and the third multiplier is configured to generate a
compensated quadrature branch signal by multiplying
the addition result with a factor, and output the compen-
sated quadrature branch signal;
an in-phase path digital-to-analog converter, an in-phase
path low pass filter, an in-phase mixer, and an in-phase
path local oscillator connected in sequence with the first
multiplier and configured to output a mixed in-phase
signal based on the in-phase branch signal,
a quadrature path digital-to-analog converter, a quadrature
low pass filter, a quadrature mixer, and a quadrature local
oscillator connected in sequence with the third multi-
plier and configured to output a mixed quadrature
branch signal based on the compensated quadrature
branch signal,
a summator connected to both the in-phase mixer and the
quadrature mixer, a transmitter programmable gain
amplifier connected to the summator, and a transmitter
power amplifier connected to the programmable gain
amplifier, wherein the transmitter power amplifier is
configured to generate an output signal based on the
mixed in-phase branch signal and the mixed quadrature
branch signal;
apower detector connected to the transmitter power ampli-
fier and configured to detect a power of the output signal;
a digital phase calibrator connected to the power detector
and the phase compensator, and configured to instruct
the phase compensator to iteratively use a plurality of
phase compensation values, and obtain an optimal phase
compensation value with a minimum difference among
the plurality of phase compensation values;
wherein the transmitter power amplifier is further config-
ured to output an output signal corresponding to the
optimal phase compensation.
2. A circuit of claim 1, wherein:
the power detector is further configured to detect power
outputs of a first output signal related to a first phase
compensation value and of a second output signal
related to a second phase compensation value;
the digital phase calibrator is further configured to
calculate a first absolute difference between an in-phase
value and a quadrature value of the power output of
the first output signal;

calculate a second absolute difference between an in-
phase value and a quadrature value of the power out-
put of the second output signal;

determine a minimum difference by comparing the first
absolute difference with the second absolute differ-
ence;

determine an optimal phase compensation value and a
suboptimal phase compensation value from the first
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and the second phase compensation values according
to the minimum difference; and

obtain an updated optimal phase compensation value
with a binary search algorithm.

3. The circuit of claim 2, wherein the digital phase calibra-
tor is further configured to

compensate a phase imbalance between an in-phase and a

quadrature branch of the signal based on the phase com-
pensation value.

4. The circuit of claim 3, wherein the third multiplier is
further configured to

multiply the quadrature branch of the signal to be compen-

sated with a factor denoted as ty2, wherein ty2=1+15%*
(phase_comp™2)+%s*(phase_comp™4), wherein the
phase_comp represents the phase compensation value.

5. The circuit of claim 4, wherein a compensated in-phase
branch of the signal to be compensated keeps unchanged, the
compensated quadrature branch of the signal to be compen-
sated equals (I*phase_comp+Q)*ty2, wherein I represents
detected in-phase branch value, and Q represents detected
quadrature branch value.

6. The circuit of claim 2, wherein the digital phase calibra-
tor and the power detector are further configured to iteratively
perform the following operations for a predetermined number
of times:

calculating an average phase compensation value of both a

current optimal phase compensation value and a current
suboptimal phase compensation value;

detecting a power output of a third output signal related to

the average phase compensation value;

calculating a third absolute difference between an in-phase

value and a quadrature value of the power output of the
third output signal;

determining an updated minimum difference by compar-

ing the third absolute difference with a previous deter-
mined minimum difference; and

determining an updated optimal phase compensation value

and a suboptimal phase compensation value from the
previously determined optimal phase compensation
value and the average phase compensation value accord-
ing to the updated minimum difference.

7. The circuit of claim 6, the digital phase calibrator is
further configured to preset the predetermined times accord-
ing to an accuracy requirement of the circuit.

8. The circuit of claim 2 wherein

the power detector is further configured to:

detect power outputs of a first weighted signal which is
weighted by the first phase compensation value;

detect a power output of a second weighted signal which
is weighted by the first phase compensation value;

detect a power output of a third weighted signal which is
weighted by the first phase compensation value;

detect a power output of a fourth weighted signal which
is weighted by the first phase compensation value;
and

the digital phase calibrator is further configured to:

calculate the in-phase value of the power output of the
first output signal is implemented by adding the
power output of the first weighted signal and the
power output of the second weighted signal; and

calculate the quadrature value of power output of the
first output signal is implemented by adding the
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power output of the third weighted signal and the
power output of the fourth weighted signal.
9. The circuit of claim 3 wherein
the power detector is further configured to:
detecting a power output of a fifth weighted signal which
is weighted by the second phase compensation value;
detecting a power output of a sixth weighted signal
which is weighted by the weighted second phase com-
pensation value;
detecting a power output of a seventh weighted signal
which is weighted by the second phase compensation
value;
detecting a power output of a eighth weighted signal
which is weighted by the second phase compensation
value; and
the digital phase calibrator is further configured to:
calculate the in-phase value of the power output of the
second output signal by adding the power output of
the fifth weighted signal and the power output of the
sixth weighted signal;
calculate the quadrature value of power output of the
second output signal by adding the power output of
the seventh weighted signal and the power output of
the eighth weighted signal.
10. The circuit of claim 8, wherein:
the the digital phase calibrator is further configured to—
weighing an in-phase branch of a first signal to be com-
pensated with a constant and weighing an quadrature
branch of the first signal to be compensated with a
negative of the constant; and
weighing the in-phase branch of the first signal to be
compensated with a negative of the constant and
weighing the quadrature branch of the first signal to
be compensated with the constant;
weighing an in-phase branch of the first signal to be
compensated with the constant and weighing an
quadrature branch of the first signal to be compen-
sated with the constant; and
weighing the in-phase branch of the first signal to be
compensated with the negative of the constant and
weighing the quadrature branch of the first signal to
be compensated with the negative of constant.
11. The circuit of claim 9, wherein
the first multiplier and the second multiplier are further
configured to—
weighing an in-phase branch of a second signal to be com-
pensated with a constant and weighing an quadrature branch
of'the second signal to be compensated with a negative of the
constant;
weighing the in-phase branch of the second signal to be
compensated with a negative of the constant and weighing the
quadrature branch of the second signal to be compensated
with the constant;
weighing an in-phase branch of the second signal to be com-
pensated with the constant and weighing an quadrature
branch of the second signal to be compensated with the con-
stant; and
weighing the in-phase branch of the second signal to be
compensated with the negative of the constant and weighing
the quadrature branch of the second signal to be compensated
with the negative of constant.
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